
INSTALLATION GUIDE FOR EVO-8S OR EVO-8S-2”

Drain primary and remove inner and outer primary.

Be sure that stock spacer with seal is re-installed.

Note the locating pins in spacer.

The bearing pictured above is used for 2008-Up

Big Twin mainshaft and must be pressed into the

motorplate.

Note that this bearing has 2 grooves on the outside

diameter for easy identification. Part # MPB-2008

The bearing pictured above is used for 2007

models and must be pressed into the motorplate.

Part # MPB-100

IT IS THE INSTALLERS RESPONIBILTY TO INSTALL

THE PROPER BEARING FOR THE CORRECT

YEAR MODEL MAINSHAFT

Starter must be loosened from inner primary from

opposite side of bike before removing inner primary
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Remove stock bushing from mainshaft



Install both pulleys and belt to check for fitment.

Install motorplate using the 5ea 5/16-18 x 1-1/2 shoul-

der bolts and 4ea1/4-20 x 1-1/2 shoulder bolts sup-

plied with kit.

Apply red Loctitte to spline area of mainshaft

Apply red Loctite to spline area on the inside

of splined clutch hub from back side of clutch

basket.

Install clutch basket assembly onto mainshaft.
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Bearing must be pressed in using a hydraulic press

similar to what is shown here to assure proper 

fitment.

After bearing is installed, install C-Clip (#CC-193)


